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Room�temperature�sensor�FRT11
for�all�Djadun�standard�temperature�controllers
Housing:�75�x�75�x�27�mm,�IP30

Product�features
 
Application For�measuring�the�room�temperature�in�business�or�residential�areas

Caution Not�suitable�for�damp�rooms�or�harsh�environments.

Mounting The�sensor�should�be�installed�in�a�respective�area�where�all�influences�of�ambient�
temperature�will�gripped.�The�installation�behind�curtains�or�near�heating�or�cooling�surfaces
leads�to�a�falsification�of�the�measuring�result.

Technical�data

Temperature�sensor Semiconductor�sensor 2000�Ohm�at�25�°C
operation�0...50�°C;�storage�-10...+70�°CAmbient�temperature
normally�polluted�air�Ambient�conditions

Relative�humidity max.�95�%,�non�condensation

Safety Protection�typ�/�class IP30�/�III

Mechanical Connection�technology Screw�terminals�2,5�mm²
Housing ABS�75�x�75�x�27�mm,�Socket�PC�(black)
Color�of�cover pure�white�like�RAL9010�or�pearl�white�like�RAL1013
Weight about�50�g

Order�information

Item�number Medium�temp. Color Variant

FRT11-00100 pure�white 1�sensor0...50�°C
FRT11-00000 pearl�white 1�sensor0...50�°C
FRT11-D-00100 pure�white Dual�sensor�with�2�sensors0...50�°C
FRT11-D-00000 pearl�white Dual�sensor�with�2�sensors0...50�°C
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